60x6'"/265-280 W POUKRISTAL PANEL SOLEN TAD
60x6"/265-280 W POLYCRISTALLINE PANEL

Management System

M 1SO 9001 : Quality Management System
—— 1SO 14001

R : Enviromental Management System Standard
KING OHSAS 18001 :International Occupational Health and Safety
CERT Assessment System Standard

1ISO 10002-2004: Customer Satisfaction Management System

Product Certification

IEC 61215 (New Edition) 1500 voc
IEC 61730 (New Edition)

IEC 61701 (Salt Mist Corrosion)
IEC 62716 (Amonia Corrosion)
IEC 62804 (

Potential Induced Degradation)

Production Guarantee

|O Product Quality & 25 Linear Power
Years | Process Guarantee Years| Guarantee
\—

ACCREDITED

Testing
Laboratary

LINEAR MANAGEMENT SOLUTIONS

Structural Characteristics

> Module dimensions (Olgiler) 1640 x 992 x 35 mm
Weight (Agirlik) 17.5kg
Cell (Hiicre) Polycrystal 156.75 x 156.75 mm (60 cells)

Glass (Cam) 3.2 mm AR tempered glass, low iron

Frame (Cergeve) Anodized aluminum alloy

Junction Box (Baglanti Kutusu) [

Output Wire (Kablo Olgiisi) 4.0 mm?, wire lenght: 1100 mm

Connector (Konnektor) Mc4 Compatible

Mechanical Load (Mekanik Yik) [GZINE]
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Specifications are subject to change without prior notice

wwul.solentad.com.tr




Electric Characteristics (STC) (Elektrik Ozellikleri)

Curves
Model of Modules 265-60P 270-60P 275-60P 280-60P
10 T ) T T T T T
Maximum power - Ry, (W) 265 270 275 280 Ot ot . = 1000 Wim?
Open-circuit voltage - Vo (V) 38.3 38.5 38.8 38.9 8~ R
Incident Irrad. = 800 W/m'
Short-circuit current - lsc (A) 8.83 8.94 9.02 9.12 .
< s
Maximum power voltage - Vimp (V) 31.1 31.3 31.6 31.8 = | Incident Irrad. = 600 W/m®
[
Maximum power current - Imp (A) 8.53 8.63 8.71 8.81 5 4= Incident Irrad. = 400 W/m?
Module efficiency - nm (%) 16.29 16.6 16.9 17.2 r
- Incident Irrad. = 200 W/m?
STC: Irradiance 1000 W/m2, 25°C, AM 1.5 z \
Electric Characteristics (NOCT)(Elektrik 6ze||ik|eri) % 5 10 15 20 25 30 3B 40
Voltage (V)
Model of Modules 265-60P 270-60P 275-60P 280-60P
Maximum power - R, (W) 212 216 220 224
Open-circuit voltage - Voo (V) 35.3 35.5 35.7 35.9 10 T T T T T T T
Short-circuit current - lsc (A) 714 7.22 7.29 7.36 ol
Voltage at maximum power - Vi, (V) 29.1 29.3 29.5 29.7 L
Current at power maximum power - Imp (A) 6.74 6.83 6.88 6.94 <o
€ L
NOCT: Irradiance 800 W/m2, 20°C, wind velocity 1m/s g )
3 4+ Tenllrrad.=10_00\gvlm
Power Tolerance (W) (0,+5) F— gzﬁi {gms;%ggé
—— Cells temp. =
Maximum system voltage (V) 1000 V / 1500 V 20 T Sellsteme. 5558
Maximum rated fuse current (A) 15A/20A i
Security Class C Class % 5 m 5 2 2 30 3 40
Voltage (V)
Temperature Characteristics (Isisal Kayiplar) "
358
Temperature coefficient at maximum power -0,393 (%/C) | )
. Y i Mounting hole ]
Temperature coefficient at open - circuit voltage -0,277 (%I°C) il ‘ | -
L 1
Temperature coefficient at short - circuit current +0,043 (%/C) ‘ ’ M Nameptate | Barcode K
Operating temperature -40~+85 'C H | | \ ,§.,
Rated operating temperature of cells 45:2°C N e 1 || coounding o gl
3 o= A {1041
1 288 | i
4 i
. . . . . .. 2 | | | egate secrroce ¢ ”-1 Positive electrode ( )
Packaging Configuration (Yiikleme Bilgisi) L™ .
" I
Container 20 GP 40 GP 40 HC [l ‘
| e
Quantity/Pallet 30 30 30 ; ! b ZH y
| 1 i |
Pallets/Container 14 28 28 ! # = ——— 5} /
Quantity/Container 400 840 840 | 29221 -
"
9 7070 ‘
|/ ~
W \'\w| | “
\ e R
N
. o Sectional view A-A

Safety

Resistance to salt-spray
corrosion

(IEC61701, certified to SGS test
standart)

\mmmmy Resistgnce to ammonia
corrosion

222“*‘3 (IEC627186, certified to SGS test
standart)
Fire safety

(Class C, certified to SGS
test standards)

Reliability

PID
FREE

Resistance to power attenuation

passed SGS system
voltage endurance test

10:1

* Unit: mm
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performance

Excellent power output of
modules in low light
environment

100% double EL test enabling
remarkable reduction of
hidden crack rate of modules

Uretici Teknik Ve Mekanik Olgtilerde Degislik Hakkina Sahiptir.
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